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(2) During the performance test, the
pressure shall be recorded every 5 min-
utes while a gasoline truck is being
loaded; the highest instantaneous pres-
sure that occurs during each loading
shall also be recorded. Every loading
position must be tested at least once
during the performance test.

[54 FR 6678, Feb. 14, 1989; 54 FR 21344, Feb. 14,
1989]

§ 60.504 [Reserved]

§ 60.505 Reporting and recordkeeping.
(a) The tank truck vapor tightness

documentation required under
§ 60.502(e)(1) shall be kept on file at the
terminal in a permanent form avail-
able for inspection.

(b) The documentation file for each
gasoline tank truck shall be updated at
least once per year to reflect current
test results as determined by Method
27. This documentation shall include,
as a minimum, the following informa-
tion:

(1) Test title: Gasoline Delivery Tank Pres-
sure Test—EPA Reference Method 27.

(2) Tank owner and address.
(3) Tank identification number.
(4) Testing location.
(5) Date of test.
(6) Tester name and signature.
(7) Witnessing inspector, if any: Name, sig-

nature, and affiliation.
(8) Test results: Actual pressure change in

5 minutes, mm of water (average for 2 runs).

(c) A record of each monthly leak in-
spection required under § 60.502(j) shall
be kept on file at the terminal for at
least 2 years. Inspection records shall
include, as a minimum, the following
information:

(1) Date of inspection.
(2) Findings (may indicate no leaks discov-

ered; or location, nature, and severity of
each leak).

(3) Leak determination method.
(4) Corrective action (date each leak re-

paired; reasons for any repair interval in ex-
cess of 15 days).

(5) Inspector name and signature.

(d) The terminal owner or operator
shall keep documentation of all notifi-
cations required under § 60.502(e)(4) on
file at the terminal for at least 2 years.

(e) [Reserved]
(f) The owner or operator of an af-

fected facility shall keep records of all

replacements or additions of compo-
nents performed on an existing vapor
processing system for at least 3 years.

[48 FR 37590, Aug. 18, 1983; 48 FR 56580, Dec.
22, 1983]

§ 60.506 Reconstruction.

For purposes of this subpart:
(a) The cost of the following fre-

quently replaced components of the af-
fected facility shall not be considered
in calculating either the ‘‘fixed capital
cost of the new components’’ or the
‘‘fixed capital costs that would be re-
quired to construct a comparable en-
tirely new facility’’ under § 60.15: pump
seals, loading arm gaskets and swivels,
coupler gaskets, overfill sensor cou-
plers and cables, flexible vapor hoses,
and grounding cables and connectors.

(b) Under § 60.15, the ‘‘fixed capital
cost of the new components’’ includes
the fixed capital cost of all depreciable
components (except components speci-
fied in § 60.506(a)) which are or will be
replaced pursuant to all continuous
programs of component replacement
which are commenced within any 2-
year period following December 17,
1980. For purposes of this paragraph,
‘‘commenced’’ means that an owner or
operator has undertaken a continuous
program of component replacement or
that an owner or operator has entered
into a contractual obligation to under-
take and complete, within a reasonable
time, a continuous program of compo-
nent replacement.

Subpart AAA—Standards of Per-
formance for New Residential
Wood Heaters

SOURCE: 53 FR 5873, Feb. 26, 1988, unless
otherwise noted.

§ 60.530 Applicability and designation
of affected facility.

(a) The affected facility to which the
provisions of this subpart apply is each
wood heater manufactured on or after
July 1, 1988, or sold at retail on or after
July 1, 1990. The provisions of this sub-
part do not apply to wood heaters con-
structed prior to July 1, 1988, that are
or have been owned by a noncommer-
cial owner for his personal use.
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